oy £
77 YALONG

STEEL ABRASIVES info@ziboyalong.com

0.2-2.8mm Customized Logo s390 steel shot
Steel Shot - High Carbon Steel Shot For
Peening, Polishing

Specifications :

Price Contact Us

Place of Origin Shandong, China

Payment Terms T/T, L/IC, Western Union, etc.

Delivery Detail 10-25 Working Days.
Keyword Steel Shot Beads

Detail Introduction :
Steel Shot - High carbon Steel shot
S50, S70, S110, S130, S170, S230, S280, S330, S390, S460, S550, S660, S780, S930, S1110

Steel Grit - High carbon steel grit
G10/G12/G14/G16/G18/G25/G40/G50/G80/G120
GH GL GP grade

Three Advantages of S390 Steel Shot
Specification: Even-tempered

Product STEEL GRIT Type No. STEEL GRIT GH/GL/GP10-120
STEEL SHOT STEEL SHOT S070-S1110
Specifications
Test ltems STEEL GRIT STEEL SHOT
C 0.85-1.20 0.85-1.20
Chemical Mn 0.40-1.20 0.40-1.20
Composition Si 0.40-1.20 0.40-1.20
% S ?0.05 ?0.05
P ?0.05 ?0.05
60-66(GH)
Hardness ( HRC) 50-60(GL) 40-50
42-50(GP)

Metallographic Structure

Even-tempered martensite

Even-tempered martensite
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